
Features

The R-1000+A is a compact and high-speed robot with a 
wrist capacity of 80kg and 100kg.  A compact mechanical 
unit combined with outstanding motion performance 
make this robot ideal for material handling or spot welding 
processes.  A narrow footprint allows more robots to fit into a 
work cell, helping save valuable floor space. 

• Three models are available to meet a 
 variety of applications

 -  The R-1000+A 80F/100F has a large operating space   
  (including its rear and downward side) due to a serial   
  link configuration.  This robot can be installed up side   
  down.  A slim profile, high speed approach and fast short  
  pitch motion combine for reduced process time.
 -  The R-1000+A 80H is a 5 axis variant that produces   
  faster transfer speed in a compact unit.
• A slim design allows for easy access to adjacent robots,   
 fixtures and work pieces.  The R-1000+A can be floor or   
 invert mounted.

• The latest intelligent features with +RVision and
 force sensing are available, as well as a range of other   
 features with the R-30+B controller.

Spot welding with the Learning Robot option Bag palletizing with R-1000+A 80H

Application system

Compact and High-speed Robot

FANUC Robot R-1000+A



 























 

 

 

 

 

 



  

  

















 

 



  


























































FANUC AMERICA CORPORATION
3900 WEST HAMLIN ROAD
ROCHESTER HILLS  MI  48309-3253

MARKETING@FANUCAMERICA.COM      FANUCAMERICA.COM   888-FANUC-US

© 2013 FANUC America Corporation.  All Rights Reserved.                                                                  FANUC LITHO IN U.S.A.   FRA - 12/16/2013


